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(57) Abstract: The invention relates to a safety injection device for a syringe. The inventive device 
comprises a support sheath (14), a syringe barrel (10) which is solidly connected to the support 
sheath and a protective sheath (16) which can move between a retracted position and an extended 
protective position. The device also comprises protective-sheath-retaining means (17) which can be 
biased in order to enable said sheath to be extended. The syringe barrel (10) is solidly connected 
to the support sheath (14) by means of a ring (20) comprising an essentially-transverse connecting 
wall (22). According to the invention, the connecting wall is equipped with at least one slot (23) 
which enables the aforementioned retaining means to be biased from the side of the connecting wall 
(22) opposite the distal end of the support sheath. 

(57) Abrege : Le dispositif comprend un fouireau de support (14), un corps de seringue (10) soli- 
daire de ce fouireau et un fourreau de protection (16) d6pla9able entre une position rentr^e et une 
position sortie de protection. Le disposition comprend des moyens de retenue (17) pour le fourreau 
de protection, aptes k 6tre sollicitds pour permettre la sortie de ce fourreau. Le corps de seringue 
(10) est solidaire du fourreau de support (14) par I'interm^diaire d'une bague (20) comprenant une 
paroi de raccordement (22) sensiblement transversale. Cette parol pr6sente au moins une fente (23) 
permettant la sollicitation des moyens de retenue k partir du cdt^ de la parol de raccordement (22) 
oppose k I'extr^mit^ distale du fourreau de support. 
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